I. DI COLOUR GRADING STUDIO:

DESCRIPTION

SPECIFICATIONS

DI color Grading Suit Dimensions:
Standard/ General Size

20' X 25' X 25'(height)

Technical:( system software)

1. Base Light

2. Quentel

3. Da Vinci Resolve.

4. Specified over head Projector

Small Size Suit ( Minimum size)

15' X 20' X 15' (height)

Technical: ( system Software)

1. Only Da Vinci Resolve.
2. Specified over head Projector.

Common facilities

1. A/c according the size of the Suit.
2. Furniture like:
a. DI console Table,
b. Chairs for Engineer and DOP
c. Sofa for Producer, Director.

Tech. information

Projectors with necessary accessories.

II. MIXING STUDIO:

DESCRIPTION

SPECIFICATIONS

General/ Standard Dimensions.

20' X 30' X 15' (Height)

Small Size / Minimum size:

12' X 18' X 12' or 15' (height)

Sound Mixing Systems

1. I Mac Pro ( Apple)
2. Pro Tools HD Native (Licensed new version)

Other information

1. Full Hall should be designed for
Sound proof Acoustics.
2. A/c according the size of full Hall.
3. Furniture like:
a. Sound Mixing
b. Console Table.
c. Chairs & Sofa set.

III. DUBBING SUIT DIMENSIONS:

DESCRIPTION

SPECIFICATIONS

DUBBING SUIT: ( Two Chamber)

1. One chamber for Engineer & Sound consoles,
the other for Dubbing Artist, with Glass Panel
separating two chambers.

2. Dubbing Artist Chamber should be properly
designed for Acoustics(sound proof)

Dimensions: 1. Standard/ General Size:

15' X 20' X 15' ( Height)

2. Small Size:

Minimum size: 10'x 15'x 12

Common for both:
PROTOOLs Sound systems &

Specified Mike's.

Facilities 1. A/c according size of Hall

2. Furniture like
a. Sound console table,
b. chairs & Sofa in Engineers room.

Dubbing Artist Chamber:

1. A/c according chamber size.




2. Perfectly designed for sound proof
Acoustics.

3. Furniture like
a. chairs & Sofa.
b. Specified Mikes.

IV.EDITING ROOM DIMENSIONS:

DESCRIPTION

SPECIFICATIONS

Editing Room General/
Standard Dimensions

15' X 15' X 12'(Height)

Technical

Can be bigger than this, but not less dimension
than mentioned above.

Edit Systems:

1. AVD Pro ( Film & Tv)

2. Final Cut Pro ( Film & Tv)

Small Size Edit Rooms:

Minimum 10' X 12' X 10' (Height)

Technical

Edit Systems same as above.

Facilities

1. A/c according to space.

2. Furniture like
a. EDITING Table for Console
b. Chairs

V.OUTDOOR UNIT:

DISCRIPTION

SPECIFICATION / QUANTITY

Tungsten Lights and other accessories for

TV Shooting:
2 kw Juniors.

1 kw Baby.

2 kw Multy 20.

1 kw Multy 10.

4 Bank Cool lights.

2 Bank Cool lights.

Day lights ( HMI) 2.5 kw.
Stand Reflectors.
Skimmer 10' X 10'.

4 Nos.
4 Nos.
4 Nos.
4 Nos.
2 Nos.
2 Nos.
2 Nos.
3 Nos.
1 No.

Power Generator- 60 kw Optional

60 Kw Optional

MANDATORY:

Grip equipment, Electrical and other
accessories, accordingly.

Above Lights and Accessories

1 UNIT(set).

Medium range Unit

Should be able to cater to minimum of 2
to 3 shootings at a time.

Big range Unit

Should be able to cater to 4 and above
shootings at a time.

a) Now a days, most of the units are going for LED lights instead Tungsten lights
and costly Day(HMI) lights, keeping in view - cost, portability, mains to Battery
change over, low consumption of power etc...etc factors.

b) We have to think in terms of equivalent LED lights to certify the Units.




DISCRIPTION

SPECIFICATION / QUANTITY

Details of LIGHTS ( Day Lights) for Film

Production:

M 40 4 Nos.
M 18. 2 Nos.
M 8. 2 Nos.
Sky Panel. 2 Nos.
4 Bank KINO. 2 Nos.
RGB Light 4 feet. 2 Nos.
Tungsten Lights:

5 kw Senior. 2 Nos.
2 kw Junior. 4 Nos.
2 kw Multy 20 4 Nos.
1 kw Multy 10. 4 Nos.
2 kw Soft Box. 2 Nos.
Studio Baby light. 4 Nos.
SKIMMERS:

12" X 12" 2 Nos.
10' X 10 2 Nos.
(with chimera cloth, satin and Black

cloth). 1 No.
Boom Rod. 6 Nos.
4' X 4' Black Flags. 6 Nos.
4' X 4' Empty Frames 4 Nos.
3' X 3' Black Flags. 4 Nos.
2' X 2'. Black Flags. 2 Nos.
2' X 4' Black frames.

Power Generator 60 Kw

Other accessories

1. Mini junction Box, extension Loop
Boards

2. Grip Equipment like cutter stands,
Cutters, 3 in 1 clamps, Low Base,
Extension rods. etc...etc.

Above Lights and accessories

ONE UNIT (SET) and additional materials.
* Any equipment supplier unit should be
equipped with minimum of 2 to 3 SETS.
*Big units must be able to cater more
than 4 SETS.

TRACK n TROLY

Straight, and Circular

CRANE( manual)

JIMMY JIB Crane

* GIMBALs

* DRONEs

Will be supplied through separate
RENTAL Units.

CAMERAs, BLOCK n
ZOOM lens n accessories Setup...

1. Every Unit should be able to cater
minimum of 2 to 3 productions at a time
(a medium range Unit)

2. Big Unit should be able to -cater
minimum of 4 and above productions at a
time.




VI. RECORDING STUDIO:

DESCRIPTION

SPECIFICATIONS

Recording Studio Structure of the
Building

Control Room (where the Audio
Engineers record the music on disc
through the Recording console)
Machine Room(to keep all the noice
generated devices)
Big Hall (Live) including the following
facilities should be available
1. Rhythm booth,
2.Vocal booth
3. Additional 2 booths required for

other solo instruments ex. Flute

and Veena etc.
. Furniture

Technical specifications

. Multi track recording console
. Microphones

. Speakers

. Audio interface

. MTRX Studio processor

. Amplifiers

. Pro tools Digital audio workstation.
. DAD MAN mic pre amplifiers.
. Headphones

10. Plug ins

11. UPS & STABILIZER

12. Cables and connectors

OO0, WN A

VII. DIGITAL LABORATORIES, STUDIOS, & RE-RECORDING AND CINE DECOR

UNIT:

In respect of above Units, the Corporation may consider to register the
respective Units with the available equipment at the time of Registration.




